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New England TAPPI Discusses Carbonates 


The New England Section of the Technical Asso- 
ciation of the Pulp and Paper Industry met at the 
Roger Smith Hotel, Holyoke, Mass., on Friday eve- 
ning, January 17. Norman I. Bearse of the Champion- 
International Company, Lawrence, Mass., presided 
as chairman. 

Arthur Brooks of the Raffold Process Corporation 
was the guest speaker and talked on “Calcium Carbo- 
nates.” The physical and chemical properties of the 
carbonate fillers such as Raffold and calcium carbo- 
nate, were discussed, and also the use of these mate- 
rials in coated and filled paper. It was claimed by the 
speaker that the ground natural carbonates, as ground 
chalks and limestones, were inferior in quality to 
Raffold and other precipitated carbonate fillers for use 
in paper manufacture. The main qualities imparted 
by carbonate fillers of the correct particle size were 
stated to be whiteness, opacity and improved printing 
qualities. 

When used as coating pigments, the properties im- 
parted by Raffold and other carbonate fillers of the 
proper quality, in comparison with other coating pig- 
ments, were outlined and illustrative coating formulae 
given for various types of paper, such as coated book, 
cardboard, playing card and glazed papers. 

In filled papers, the two chief problems associated 
with the use of carbonate fillers, which are foam and 
the destruction of the sizing, were discussed and the 
development of satisfactory procedures for overcom- 
ing these problems. 

The very large tonnage of carbonate filled paper 
produced since the invention of these processes was 
commented on and some practical experiences in the 
manufacture of various grades of these papers were 
given. 

Following the presentation of this paper, the 
Soundview Pulp Company’s new technicolor film of 
their pulping operations and their sound film “Mystic 
Fiber” were shown. 

Among those present were J. C. Barthel, N. I. 
Bearse, R. G. Bettes, Richard T. Brigham, W. J. 
Burke, Arthur M. Brooks, Chas. Champion, Ken 
Coachman, R. F. Blount, Ralph L. Carr, Lester W. 
Crouse, Chas. Davidson, C. J. Enemark, Edward 
Engel, Harry Duston, H. M. Federhen, W. L. Foote, 
Charles I. Horton, O. F. Hutchinson, R. F. Irwin, 
Dr. Werner Kaufmann, C. H. Kent, Lena Kelley, 
Helen Kiely, John Kennedy, Chester G. Landes, 
Frank H. Leonard, John Leecock, C. C. Loomis, 


Bob Mannheim, James Moriarty, H. L. Mellen, R. 
D. McCarron, D. B. Morris, W. A. Nivling, James 
Lees, A. L. Perry, J. P. Phelps, E. A. Radant, C. L. 
Reece, John T. Reardon, E. O. Reed, C. P. Robinson, 
W. B. Sherry, L. N. Smith, James Spadaro, T. L. 
Stirling, O. R. Steffens, A. F. Stackwell, B. E. Teale, 
J. J. Thomas, L. B. Tucker, and Harry L. Wechter. 


Lake States TAPPI Discusses Lime 


The Lake States Section of the Technical Asso- 
ciation of the Pulp and Paper Industry met at the 
Conway Hotel, Appleton, Wis., Tuesday evening, 
January 14th. M. L. Downs of the Thilmany Pulp 
and Paper Company presided as chairman. 


R. W. Smith, director of research of the Ste. Gene- 
vieve Lime Company, Ste. Genevieve, Mo., presented 
an interesting discussion on chemical lime. 


Among those present were :— Peter B. Borlew, O. 
W. Calleghan, H. W. Bialkowshy, M. H. Bennett, 
Martin Burke, Jr., James B. Clarke, Art Coffin, C. 
William Converse, H. C. Crandall, Roy L. Davis, G. 
K. Dickerman, Phil Dixson, M. L. Downs, R. B. 
Elliott, G. F. Enderlein, J. A. Extrom, W. S. Grimes, 
J. H. Graff, Peter S. Hanson, Kenneth D. Hay, 
Harold H. Heller, Axel Hyttinen, E. C. Jacobi, 
Arthur Jelinek, W. A. Johnson, Charles Koon, P. B. 
K’Burg, Stephen Kukolich, N. L. Malcove, Hoke 
Martin, Wm. H. Monsson, L. A. Moss, A. W. Neu- 
bauer, John Olsen, Lester Olsen, Orval Olsen, P. A. 
Paulson, T. A. Pascoe, Shirley Parsons, Wm. J. 
Plank, A. Phillips, T. R. Probst, Robert O. Ragan, 
Joseph S. Reichert, H. A. Rothchild, Herbert W. 
Rowe, Harold B. Saloman, F. W. Schneider, Ralph 
W. Smith, C. W. Steele, W. H. Swanson, H. L. Voss, 
H. Wenberg, F. G. Wheeler, and J. C. Wollwage. 


Amthor Occupies New Building 


The Amthor Testing Instrument Company, Inc., re- 
cently purchased the two story factory building at 45- 
53 Van Sinderen avenue, Brooklyn, N. Y., and has 
moved its plant to that location. Larger and more 
desirable facilities are now available and will enable 
the company to take care of a greater volume of 
business. - 
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